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OPERATION
The hood is operated using the touch control on the front panel.
From le� to right in sequence is Timer, Speed, Display, Light, On/off.

1. Switch background light: white.
2. On/off: A�er power connec�on, touch “on/off” key to enter standby mode,
with the display shows”0”
3. Lamp: touch the lamp key to turn “on /off” the lamp. Lamp is under independent 
control, turning on/off the hood motor does not affect the lamp.
4. Speed: touch the “speed” key to adjust the motor speed from speed 1,2,3
with the display shows the number accordingly.
5.Timer: When the hood motor is running, touch the “�mer” key to enter
�mer mode, at the 1st touch, the display shows “1”,at this moment ,touch
“�mer” key can adjust the �mer �me from  1 to 9 minutes, �mer se�ng is
done 10 seconds a�er the adjust.
End the �mer mode with one more touch of the “speed” key or “on/off “key.
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3. Long duct runs, elbows, and transi�ons will reduce the performance of
the hood. Use as few of them as possible. Larger duc�ng may be required
for best performance with longer duct runs.
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1. Turn the glass front panel upward.

2. Take off the aluminum filters.

3. Unscrew the extension plates respec�vely from behind the blower case,
and behind body housing, adjust them (total 4pcs) to suitable depth 
reaching the cabinet wall, then fasten them again with the screws on them.

3. Unscrew the extension plates(2pcs each 
side) respec�vely from behind the blower 
case and body housing, adjust to suitable 
depth, then fasten again.
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4. Unscrew the extension plate 
from the bo�om front of the body 
housing, adjust it to suitable 
depth, then fasten again.

5. Fasten the hood onto cabinet 
using 2 screws(m4*18) each 
from the inner sides of the body 
housing.

4. Unscrew the extension plate (1pc) from the bo�om front of the body
housing, adjust it to suitable depth reaching the cabinet wall, then fasten it
again with the screws on it.

5. Fasten the hood onto the cabinet via the 2 holes each on the body housing
sides, using 4 screws(M4*18).

6. Install the aluminum filters back to place.
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Exhaust pipe

7. Fix the exhaust pipe onto the air outlet with 2 screws( ST2.9*8).

8



9






	Blank Page



