
Pictures in the manual are for reference only, and it is subject to 
the physical product in the packing box. 

Name of components 

Note

Instructions for buttons of remote controller  

Control part

Display window 

Fan body 

Base 

1. Assemble the base

Button Function Description

Tips: Make the two parts of base center alignment and cross placed.

align and clamp
Bulge

Bulge

2. Remove the screws 3. Install and secure the base

Bulge

Concave
align

1. Press the winding hooks at both ends to open them.

2. Wrap the power cord around the winding hooks.

Machine Body Operation Instructions 

Instructions for use

Buttons on the machine body Display panel 

Product start or stop. 

Touch this button to start or stop swinging wind. 

Three wind types available: Normal wind、Sleep wind and Comfortable wind.    

Touch “+” or “-” button to adjust the wind speed: normal wind(1-6 gears)、
Sleep wind(1-2 gears) 、Comfortable wind(1-3 gears)      

Press this button to set the shutdown time in the start state or set the 
boot time in the standby state.
Touch “+” or “-” button to set the timing time. 

Timer key

Swing key

Function key

ON/OFF key

“+”key

“-”key

+

-

Circuit Diagram

Disaseemble
protection

Power supply 
board 

Main motor

Synchronous 
motor

control board 

control board 

Power cord storage
Installation instructions 
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