
USER MANUAL
Industrial Wall Fan with remote control 

Urgent: 
Do not use this fan for other applications without our agreement. Read and 
follow these instructions carefully to prevent personal injury and property 
damage. Keep always this instruction booklet 

MIFS-20076 / MIFS-26120 
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Installation safety - must be followed 

Operational safety - must be followed 
1. This appliance can be used by persons aged from 18 years and above only.
2. Do not work near a running fan.
3. To avoid accidents, do not bend the guard and do not push any object into

the guard.
4. DANGER: Any operation without guard is strictly prohibited !
5. Only one direction of rotation is allowed, this means air movement motor to

guard.
6. WARNING: If there are any changes in the condition of the fan, such as

noises, wobbling, damaged or loose parts, the fan must be switched off
immediately and repaired by a professional expert.

7. URGENT: In case of permanent shutdown, disable the fan by unplugging the
power line and removing the blades.

1. The electric installation and the repairs must be done by a professional
expert in accordance with all applicable codes and standards.

2. Verify that the power supply is compatible with the rating label markings.
3. The fan must be protected by a certificated switch, with double terminal and

contact opening not lower than 3 mm. Means for disconnection must be
incorporated in the fixed wiring in accordance with the wiring rules.

4. Choice of placement:
- The wall structure must be able to support at least 150kg/m² weight.
- WARNING: Choose a place where there is no risk for people, animals or 
objects to get in touch with the safety guard.
- The fan must not be installed in a damp room.
- The fan must not be installed in a extremely dusty room.
- The fan must not be installed near inflammable or explosive substances or 
gas. - Do not install the fan near heat sources or in direct sunlight.
- The fan must not be installed near foils, draperies or similar materials, 
which could be sucked in by the air flow.
- Follow the requirements of automatic fire alarm systems.
- Follow the requirements of infrared heaters regarding the gas exhaust 
system. - Strictly follow the local insurance association for accident 
prevention.
WARNING: Before hanging the fan and connecting the wiring make sure 
power is off at ithe main service panel. Tag it to prevent unexpected power 
on.
Make sure the supply cord is not damaged during installation.
Check while installation if all bolts and attachments are tightened perfectly.

5.

6.
7.

- 1 -




Contents of the package


Install the wall mount plate


Mount of the blades
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Mount of the front guard


Mount of the rear guard

DANGER: Make sure that the power plug is not 
connected. Make sure that the power plug can not be 
connected until the fan is installed completely.


- Hold the blade over the motor shaft in a way so that 
the bolt fits exactly to the notch on the motor shaft.
- Push the blade on the motor shaft till both are at the 
same upper end. Fix the bolt firmly.


- Look for a clip on the border of the front guard, to 
connect the front guard with the rear guard.


1 motor with supply cord and with regulator cord
 
1 front guard

1 back guard

1 set of blades


1 wall mount blade
 
1 blend tube

1 remote control

- Mount the wall mount plate safe with adequate heavy and 
appropriate mounting material to the wall

- Orientation as in the picture, i.e. 2 screws on top
 
IMPORTANT: The wall mount plate must hold the weight 
of 100kg and must not loosen up because of the operation 
of the fan.


Clip


- Put the motor with shaft upwards on a soft place.
- Fix the rear guard with the four bolts tight on the motor. Do not overwind. 
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Fix the bend tube to the fan


Place the fan into the wall plate

- Unscrew the two middle screws from the wall plate. 
- Place the fan with the bend tube in the wall plate 
from above.
- Insert the longer of the two wall plate bolts at the 
lower hole. Tighten this bolt all the way through 
the hole at the end of the bend tube.

- Tighten the shorter wall plate screw at the upper 
hole.


- Put the M12 bolt A with the spring washer into 
the connection. Tighten it loosely with the nut B.
- Move the bend tube to the required angle and 
tighten nut B firmly.

- Tighten the smaller bolt C. 


- Turn the fan so that the guard is on a soft surface 
and the motor is on top.

- Place the bend tube on the mount on the motor, 
as shown in the picture.


IMPORTANT: Make sure that all of the clamps 
grip both guards tightly and securely. If a 
clamp is loose, the opening width must be 
closed more tightly with pliers.


- Join the two guards with the clamps.


A


B

C
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Touching Screen

1. Button (touch type) description
i. Power key:
- After the fan is powered, the key position shows a steady red light, 
indicating the fan is in standby mode and not operating. Touch once, and 
the key position changes to a steady green light, indicating that the fan 
starts operating (automatically restoring the speed setting from the last 
shutdown).
If there is no operation within one minute, it automatically enters the 
display sleep mode, and the key position changes to a green breathing 
light status; pressing any key will restore the display.

- When the fan is in standby mode (the power key shows a steady red 
light), touching once (the timer key blue light flashes) activates the 
scheduled power-on time setting. At this point, you can set the scheduled 
power-on time by clicking or sliding the "Speed key".
If there is no action within 5 seconds, the setting will be confirmed (or click 
the Swing key for quick confirmation). After confirming the scheduled 
power-on time (the blue light continues to flash), you can choose the 
scheduled power-on speed setting; if there is no action within 5 seconds, 
the setting will be confirmed (or click the Swing key for quick confirmation), 
and the timer key will show a steady blue light.

- When the fan is powered on (the Power key shows a steady green 
light), touching once (the timer key blue light flashes) activates the 
scheduled power-off time setting. At this point, set the scheduled power-
off time by clicking or sliding the " Speed key".
If there is no action within 5 seconds, the setting will be confirmed (or 
click the Swing key for quickconfirmation), and the timer key will show a 
steady blue light.
Long press the timer key for 5 seconds to cancel the currently set timer 
function, and the timer key blue light will turn off.     



ii. Speed key
Can be controlled by clicking or sliding the touch. From left to right (facing 
the display screen), it increases from the 1st speed (minimum wind 
volume) to the 4th speed (maximum wind volume); when entering the 
timing time setting, from left to right (facing the display screen), it increases 
from the 1st speed key (minimum) to the  4th speedkey (maximum); the 4 
keys are (1H, 2H, 3H, 4H). The remaining time is displayed on the digital 
screen.  

iii. Oscillation key (SW)
By clicking the key position, the rotating function can be turned on or off 
(when activated, the Swing key shows a steady yellow light.

2. Installation Instructions

- If you need to set screw on the two side of the screen, you need to 
install a plastic expansion pipe embedding in the wall firstly.
- Alternatively, you can use adhesive strips to secure the touching screen 
on the wall without screws.

3. Notes

- If the connecting cord is damaged, it must be replaced by our company 
or the maintenance department or professionals designated by our 
company to avoid danger.
-  Do not replace product parts or change the installation status of parts 
without authorization. The power supply must be disconnected when 
cleaning, repairing and maintaining the product.
- The surface of  the touch switch box must be kept clean and not placed 
near/into fire or liquid. 

- 5 -


Remote Control

Power: Turn the fan on/off, long press to enter 
the matching mode (indicator light  stays on). 

Oscillation: Turn the fan's oscillation on/off. In timer 
mode, this serves as a quick confirmation key.

Speed: After turning on the fan, press directly, 
representing speed levels 1 (lowest), 2, 3 and 4 
(highest). When entering the timer setting mode, 
they represent 1 hour, 2 hours, 3 hours and 4 hours 
respectively.



Mains voltage cable and controller cable


Put into operation

- Once more check all nuts, bolts and pins if they are perfectly tight.

- Make sure that there are no objects in the oscillation area.

- Make sure that no objects could go next to or into the safety guard.

- Start the fan beginning with the lowest speed. Switch to the next higher 
speed after a little break.


- The mains voltage cable and the controller cable must not touch any part of 
the fan during the swivel movement.

- Lay the cables in a loop that is sufficient for the maximum pivoting movement 
and fasten them securely to the wall.

- Carefully test run the fan and check the tension-free cable position. 


- When the fan is in standby, press once to enter the scheduled startup 
mode, then press the corresponding key to set the time. If no action is taken 
within 5 seconds, it will confirm (or click the swing key for quick confirmation);
- When the fan is running, press once to enter the scheduled shutdown 
mode, then press the corresponding key to set the time. If no action is taken 
within 5 seconds, it will confirm  (or click the swing key for quick confirmation). 
Press and hold the timer key for 5 seconds to cancel the timer.
- When the light on the timer key goes out, it indicates that  the timer setting 
has been successfully canceled.
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Remote control matching mode:
Disconnect the fan's main power supply, long press the power key until the 
remote control's indicator light stays on, bring it near the fan, then 
reconnect the power supply to successfully pair with the remote control. 
Press any key other than the power key to  exit the matching mode.

Timer:



Troubleshooting


ATTENTION!

In the following cases, separate the fan immediately from main power supply 
and inform a professional expert:

- liquid is in the motor

- the power supply cord is damaged

- the fan makes unusual noises or does not work correctly

- the fan, especially the safety guard or any fastening, is damaged 


The performance of the fan decreases.

Suggested remedy

- Check if there is dust on the guard or on the blades and clean it if necessary 
as described in “Maintenance”.


The fan makes noise.

- IMPORTANT: For the reason of safety the fan must not be used with 
unusually noises!

Suggested remedy

- Check if the safety guard is fixed.

- Check if the power supply cord must not in touch with the motor and the safety 
guard.


Fan will not start.

Suggested remedy

- IMPORTANT: Make sure power is off at the main service panel.

- DANGER: In case of a start problem never try to find the cause at the fan 
while power is on.

- Check main and branch circuit fuses or circuit breakers.

- Check if the 5 way switch of the fan is on one of the operation positions 1 till 4.
- Check whether the fan is protected from heat sources or direct sunlight and 
nothing obstructs the free air flow.


WARNING: Before checking the fan, make sure the power is off at the main 
service panel. Tag it to prevent unexpected power on.


All checks and repairs must be carried out by the manufacturer, his service 
partner or appropriately qualified persons using original manufacturer parts. 
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Maintenance and clean


Technical data
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Model no.

Color

Voltage

Input power
 
Regulator wired
 
Speed

Sound level at 1m
 
Weight net

Guard diameter
 
Blade diameter


MIFS-20076


black

220V, 50 Hz    
 
20~76 W

4 step  

700 - 1400 r.p.m. 
 
64 dB(A)

9 kg

56 cm  

50 cm


MIFS-26120 

black

220V, 50 Hz    
 
20~120 W

4 step  

570 - 1400 r.p.m. 
 
67 dB(A)

11 kg

71 cm  

65 cm


Subject to alterations


Disposal and environmental protection

- This product and the packaging are made of valuable raw materials and 
should not be disposed in the household waste.

- By ensuring this product is disposed of correctly, you will help prevent 
potentially negative consequences for the environment and human health

- Sort the different kinds of waste of the packaging and the machine and follow 
the newest disposal technology.

- Take care to use authorised disposal and recycling specialists.


- ATTENTION: The necessary maintenances are indispensable and must be 
done by an expert.

- WARNING: Before maintenance and cleaning the fan, make sure power is off 
at the main service panel. Tag it to prevent unexpected power on. Never stop 
the blades with hands or objects.

- Check at least once a year, more often if the device is used intensively: The 
perfect fit of all connections and screws, especially the guard, the wall plate and 
all mounting parts.

- At least once a year, more often if the device is used intensively: Clean with a 
dry brush all moving parts of the swivel function.

- If necessary, clean the whole fan with light compressed air and / or a dry brush 
and then with a slightly damp cloth.


WARNING: Under no circumstances should the fan be cleaned with a 
water hose or high-pressure cleaner. Under no circumstances should the 
fan be immersed in water or any other liquid. 




KALLIOPI KARIDA & CO, LP
 
87A, 17is Noemvriou, P.C. 55535,
 
Pylea, Greece

Tel. +30 2316 006600 - Fax. +30 2316 006650
 
www.morris.gr


Herewith, we state that this product, complies with the requirements of 
below directives: 

EMC-Directive: 14 / 30 / EU

Low Voltage Directive: 14 / 35 / EU

ErP Directive 09 / 125 / EC

CE Marking: 93 / 68 / EEC

RoHS Directive: 11 / 65 / EU & 15 / 863 / EU

The detailed declaration of conformity can be found at www.morris.gr. 

Correct Disposal of this product


This marking indicates that this product should not be disposed 
with other household wastes throughout the EU. To prevent 
possible harm to the environment or human health from 
uncontrolled waste disposal, recycle it responsibly to promote 
the sustainable reuse of material resources. To return your 
used device, please use the return and collection systems or 
contact the retailer where the product was purchased. They 
can take this product for environmental safe recycling. 


Declaration of Conformity
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