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Safety Information

Correct disposal of this Product
Waste Electrical & Electronic Equipment (WEEE)
The crossed out wheelie bin is intended to show that this appliance must not be placed 
with ordinary household waste at the end of its useful life. To prevent possible harm to the 
environment or human health from uncontrolled waste disposal, please keep separate from 
other household waste and recycle it responsibly to promote the sustainable reuse of material 
resources.
Household users should contact either the retailer where you purchased the product, or their 
local government office for details of where and how you can take this item for environmentally 
safe disposal.

This appliance complies with European Safety & Electrical Directives

This is a Class I appliance and must be earthed.

The exclamation point within an equilateral triangle is intend to alert the user to the 
presence of important operating and maintenance (servicing) instructions in the literature 
accompanying the appliance.

WARNING
When using, servicing and disposing of the appliance, pay attention to the left 
symbol on the rear of the appliance or on the motor/compressor. This symbol 
warns of possible fires
There are flammable substances in the refrigerant lines and in the compressor. 
Keep the appliance away from sources of fire during use, maintenance and 
disposal.

Fitting a replacement plug
In case cable or plug need to be repaired or replaced, you should contact with 
authorized techncian or any other certified techncian. You must not try to repair 
it yourself.
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Safety Instructions

PLEASE READ THE BELOW SAFETY INSTRUCTIONS 
FAILURE TO DO SO MAY RESULT IN DAMAGE TO YOUR PRODUCT

IMPORTANT: This product is intended for domestic use only, for food refrigeration 
and storage only.

• When using electrical appliances basic safety precautions should always be
followed.

• Do not operate the unit with a damaged cord or plug, after it malfunctions or has
been dropped or damaged in any way. All electrical repairs must be carried out by a 
qualified electrician. Inadequate repairs may result in a major source of danger for 
the user and invalidate the warranty.

• Check the voltage of the appliance, which is shown on the rating label, matches
the household voltage.

• Use of an power extension cord is not recommended with this product.

• Do not use electrical appliances inside the food storage compartments of the
appliance, unless they are recommended by the manufacturer.

• This appliance can be used by children aged from 8 years and above if they have
been given supervision or instruction concerning the use of the appliance in a safe 
way and understand the hazards involved.

• Cleaning and user maintenance shall not be made by children.

• Keep the appliance and its cord out of reach of children.

• Do not allow children to play, sit or hang onto any part of the appliance.

• This appliance can be used by persons with reduced physical, sensory or mental
capabilities or lack of experience and knowledge if they have been given supervision 
or instruction concerning use of the appliance in a safe way and understand the 
hazards involved.

• Always unplug the appliance before attempting to move it.

• Always unplug the appliance before cleaning. When disconnecting from the
electricity supply, pull from the plug not the cord.

• This product is for indoor use only.

• Do not store explosive substances such as aerosol cans with a flammable
propellant in this appliance.

• Do not use mechanical devices or other means to accelerate the defrosting
process, other than those recommended by the manufacturer.
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Safety Instructions

• Always keep the ventilation openings clear of obstruction. Should they become
blocked, clear them straight away.

• The refrigerant of this product is R600a which is flammable. Ensure when moving
the appliance or during installation or cleaning that the cooling system does not get 
damaged.

• When positioning the appliance make sure that the power cord is not pinched or
damaged.

• Make sure there are no multiple sockets or power supplies behind the appliance.

IMPORTANT: Always allow 4 hours after moving the appliance before turning on the 
refrigerator to allow the coolant gases time to settle after the refrigerator is in place.

WARNING: The chiller is heavy and care is needed when unpacking and moving it. 
Get extra help and only hold the chiller by the casing: never hold by the door or the 
trim.

Packaging
• The cardboard packaging is recyclable and should be disposed of according to
local regulations.

• Keep the packaging materials out of the reach of children. It can become a choking
or suffocation hazard.

• Before installation take care to remove all cardboard or other packaging, including
material from the condenser tubes and any material surrounding the motor/
compressor unit.

Disposal of old appliances
DANGER: Risk of child entrapment.

• Before disposal of the old appliance, make sure that any locking mechanisms have
been broken off, and doors have been removed but shelves have been left in so that 
children cannot easily climb inside. Also remove the power plug so the appliance is 
unusable.

WARNING
Take great care when handling, moving, installing and cleaning the appliance.

There are flammable substances in the refrigerant lines and in the compressor. Keep the appliance away 
from sources of fire during use, maintenance and disposal.
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Food Safety

Safety Instructions

To avoid contamination of food please follow the instructions below:

• Prolonged opening of the door can lead to a significant rise in the temperature in
the compartments of the appliance.

• Regularly clean surfaces that may come into contact with food. Clean the water
drain regularly.

• Store raw meat and fish in suitable containers in the refrigerator so that meat and
fish do not come into contact with, or drip on to other foods.

• If the refrigerator is to remain empty or unused for an extended period, turn it off,
defrost it, clean it, dry it and leave the door open to prevent mould from forming in 
the appliance.
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Appliance Overview

Supplied in the box

Wire shelves

Temperature control Glass door

Please check the following are included with the appliance:

2 x Wire shelves
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Installation

Location

• The appliance must stand vertically on a flat, even surface. To level the appliance
use the levelling feet by turning them until the appliance is as level as possible.

• Install the appliance in a well ventilated room with an average room temperature
of between 18°C and 38°C. The appliance should not be placed near to sources of 
heat (e.g. cookers, radiators, direct sunlight) or in any unheated rooms (e.g. garages 
or outhouses) as extreme temperatures will affect the performance of the appliance.

• Do not expose the appliance to damp conditions, open air or rain.

• Do not lift the appliance by the pipes or the door when moving.

• Never place the appliance in a wall recess, fitted cabinet or furniture as this will not
allow adequate ventilation and cause a potential fire hazard.

• Allow 50mm of space at the sides of the appliance, and 35mm of space above the
appliance. Never push the appliance fully against the wall, leave at least 120mm of 
space.

Following the recommended ventilation requirements will:

• Increase the life of the drinks chiller.

• Minimise the risk of condensation on the outside of the drinks chiller.

• Minimise operating noises caused by vibration.
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Installation

Reversing the door

The appliance door can be fitted to open to either the left or the right depending on 
its location.

• The appliance must be tilted and supported in order to carry out any adjustments.
It is advisable to get some assistance during this procedure. Take care when fitting 
and tightening any screws.

• Ensure the appliance is unplugged and empty before starting.

To change the direction of the door follow these instructions:
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Installation

Guide below based on glass door fitted with hinge on the right-hand side.

CAUTION: Two people are required to carry this out to avoid possible damage 
or injury.

1. Keep the glass door closed during removal and fitting of the hinges.

2. Remove the plastic rivet (1) and top hinge cover (2) on the right side gently with
a screwdriver to expose the fixing screws.

3. Remove the top hinge screws (3) and the hinge bracket (4) on the right side
(remember to hold the glass door in place when undoing these screws).

4. Remove the glass door, then remove the plastic plug (5), and place safely aside.

5. Carefully lean the chiller backwards to an angle of approximately 60° to allow
access to the bottom hinge screws and feet. Ensure the appliance will not slip or
move.

6. Remove the bottom hinge screws (7) and hinge bracket (6) on the right side.

7. Remove top hinge cover (2) and bottom foot (8) on the left side.

8. Fit top hinge cover (2) and bottom foot (8) on the right side.

9. Fit bottom hinge bracket (6) on the left side.

10. Carefully bring chiller back to the upright position.

11. Place glass door onto bottom hinge bracket and hold in place.

12. Fit top hinge bracket (4) on the left side, carefully checking the door alignment.

13. Fit top hinge cover (2) on the left side.

IMPORTANT: After changing the door direction check the door is aligned 
horizontally and vertically and that the seals are closed on all sides before fully 
tightening the top hinge. Adjust the levelling feet to minimise operating noises 
caused by vibration.
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Operating your drinks chiller

Before using your chiller

• Before placing food and drinks in the chiller it needs to be cleaned by wiping the
interior using warm water and a soft cloth. Wipe the chiller completely dry before 
replacing the shelves.

• Allow 4 hours before turning on the chiller to allow coolant gases time to settle after
the chiller is in place. Failure to do this may result in damage to the chiller and 
such damage is not covered by the warranty.

Using your chiller

• Once the chiller has been cleaned and dried, plug into a power socket.

• Adjust�the�temperature�control,�which�is�located�inside�the�chiller�(inside,�lower
right),�to�max�initially�and�after�24�hours�adjust�to�achieve�the�correct�setting�for�
your�environment.

• Allow the chiller at least 2-3 hours before storing any food inside to allow for
sufficient cooling temperature to be reached.

• If the appliance is unplugged, has lost power, or is turned off wait 3 to 5 minutes
before switching back on. If you attempt to restart the appliance before this time 
delay the appliance will not start.

Adjusting the temperature

• The ideal internal temperature of your chiller should be between 3°C and 5°C. This
is regulated by the temperature control located internally at the top of the appliance.

• There�are�3�settings�on�the�temperature�control,�with�position�max�being�the�coldest
setting, position min being the warmest setting, and position OFF being off.

• The�temperature�control�should�be�set�to�max�initially�and�after�24�hours�adjusted
to achieve the correct setting for your environment. Avoid setting the temperature 
control too high as this may reduce the temperature to a point where some foods or 
liquids may freeze. If this happens turn down the thermostat slightly.

• The temperature in the chiller compartment can be monitored by using a fridge/
freezer thermometer. Do not use a mercury filled thermometer as a breakage would 
cause a health hazard.

• Your chiller must not be placed in a room where the temperature goes below
18°C or above 38°C for prolonged periods as the internal temperature will not be 
maintained.
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Operating your drinks chiller

Using your chiller efficiently

Storing food in your chiller

• Avoid opening the door for long periods or unnecessarily.

• To maintain adequate air circulation do not overfill the chiller.

• Allow hot or warm foods or liquids to cool to room temperature before storing in the
chiller.

• Pack and store cooked and fresh food separately.

• Wrap raw or defrosting meats and poultry in polythene or foil and ensure they are
stored below any cooked meats to avoid any contamination from any juices that may 
drip.

• Keep foods covered to help retain moisture and to help prevent odour. Plastic
bags, aluminium foil, plastic food wrap and containers with lids are ideal.

• Empty left over tinned food into plastic containers. Do not store food in tins in the
chiller.

• Position food in the chiller to allow cold air to circulate freely, making sure that
nothing touches the back wall of the interior compartment.

Defrosting the chiller

The chiller will defrost itself automatically during use, however should excess 
amounts of ice build up follow the steps below:

• Take out any food and store in either a spare fridge, or wrap well and store in a
cool dry place. Unplug the appliance from the mains power supply, making sure to 
pull from the plug and not the cable. Leave the door open to speed up the defrosting 
process, bowls of hot water can be placed inside the chiller to raise the temperature.

• Remove the ice with an ice scraper. DO NOT use pointed or sharp-edged objects
such as knives, forks or screwdrivers to remove the ice.

• When all traces of ice have been removed and defrosting is completed, clean away
any water and wipe the chiller dry.

• Clean your chiller as described in Cleaning & Maintenance, plug in and switch back
on
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Cleaning & Maintenance

Interior

• Remove all food and liquids from the chiller and cover to keep cool.

• Remove all the shelves carefully from the chiller and wash in warm soapy water
with a soft cloth and dry thoroughly. Never replace the shelves into the chiller if wet.

• Wipe the interior of the chiller with a damp clean cloth. For extra cleaning use a
solution of one part bicarbonate of soda to one pint of water.

• Dry the interior thoroughly with a clean cloth and replace the shelves.

• Plug in and switch on and allow the temperature in the chiller to drop back down to
an adequate temperature.

• Replace food and drinks in the chiller.

IMPORTANT: Never allow water to get into the electric components of the chiller 
(e.g. the temperature control) as this may damage your appliance.

Your drinks chiller should be cleaned every 4 weeks for good maintenance 
and to avoid contamination of food or liquids.
Switch off the electrical supply and remove the plug from the mains power 
socket before cleaning or maintenance.

Exterior

• Use a clean, damp, soft cloth to wipe the exterior surface of the chiller and dry
thoroughly.

WARNING: Do not use abrasive cloths, powders, household cleaners, bleach or 
wax polish to clean the chiller as these can leave a smell in the chiller and can 
damage the exterior.

• Use a vacuum cleaner to remove dust from underneath the chiller and from around
the compressor, which is situated at the back of the chiller, regularly to maintain 
adequate ventilation. Use caution not to damage the coolant system.

Door Seal

• Use a clean, damp, soft cloth to wipe the door seal and in between the creases.
Avoid damaging the door seal as this will affect the performance of your chiller.



15

Cleaning & Maintenance

Going away

• If you are going away and do not want the chiller left on, switch off at the socket
and remove the plug, making sure to pull from the plug and not the cable.

• Remove any food and follow the cleaning instructions.

• Leave the door open as this will prevent odours and mould accumulating in the
chiller and will allow the chiller to dry completely.

Power cut

• In the event of a power cut keep the chiller door closed to maintain the temperature
inside. Wait 3 to 5 minutes before switching back on. If you attempt to restart the 
appliance before this time delay the appliance will not start.

Operating sounds

You may notice some unusual noises from your chiller, these are completely normal, 
but you should be aware of them.

• The motor/compressor can make a buzzing or humming sound when it is running.
This can be louder when the chiller is first switched on but should become quieter in 
a few months of use.

• Gases flowing through the cooling system can cause gurgling, bubbling or similar
sounds. These noises are normal and have become more pronounced since the 
introduction of CFC-free gases.

• Expansion and contraction of parts inside the chiller can produce a cracking noise
as they rapidly change temperature.
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Troubleshooting
If you are having problems with your drinks chiller, please try some of the following 
suggestions.

Symptom Possible cause Solution

The chiller does not 
work

Not properly plugged into 
the mains power socket

Plug in firmly

No electricity in the mains 
power socket

Check fuse or breaker

The door is not closed 
properly

Make sure the door is properly aligned and 
creates a seal around the door frame

Temperature control set 
to OFF

Turn the temperature control to required setting 
1-6

Reset delay
If the chiller has lost power or been unplugged, 
allow 3-5 minutes before switching back on

The chiller is making 
a lot of noise

The pipe work is touching 
the wall or skirting board

Pull the chiller forward so it does not touch the 
wall or skirting board

The chiller has not been 
levelled properly

Adjust the feet at the front of the chiller ensuring 
they are in firm contact with the surface

The temperature of 
the chiller is too warm

The thermostat is set too 
low for your environment

Turn the temperature control to a higher number

The chiller is too close to a 
heat source

Move the chiller away from the heat source and 
out of direct sunlight

There is not enough 
ventilation around the 
chiller

Ensure there is a minimum gap of 50mm at 
each side and 35mm above the chiller

The door is not closed 
properly

Ensure nothing is protruding beyond the door 
cavity. Check the door seal is not damaged

The temperature in 
the chiller is too cold

The thermostat is set too 
high for your environment

Turn the temperature control to a lower number

There is water on the 
floor

There is something 
touching the interior back 
wall of the chiller

Ensure no foods are touching the interior back 
wall of the chiller

Ice builds up rapidly 
in the chiller

The door is not closed 
properly

Check to see if anything is stopping the door 
from closing properly

Food and liquids are not 
covered

Ensure all food and liquids are covered to 
prevent a build-up of moisture in the chiller



Dear customer,
if you need customer service, please check warranty card for further information.



DECLARATION OF CONFORMITY
Herewith, we state that this product, complies with the requirements of 
below directives: 
EMC-Directive: 14 / 30 / EU 
Low Voltage Directive: 14/ 35 / EU 
ErP Directive 09 / 125 / EC 
CE Marking: 93 / 68 / EEC 
RoHS Directive: 11 / 65 / EU & delegating Directive (EU) 15/863 
The detailed declaration of conformity can be found at  www.morris.gr



Kalliopi Karida & Co LP 
87Α, 17is Noemriou str. 
55535, Pylea, Thessaloniki 
Tel. 2316 006600
www.morris.gr
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